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Heating units neVaDa 

COnstRuCtiOn DesCRiPtiOn 

The heating unit Nevada is intended to heat up the air in sales, industrial and storage spaces. Offering four capacity types we can cover the need 
to heat up small as far as big objects. Capacity 6-98kW.

 Self-contained light-weight construction of galvanized plate coated in RAL 9010.

 Wall or underceiling mounting of the unit.

 Loose panel with a fan for easy maintenance or cleaning.

 High efficient maintenance-free fans, dynamically and statically balanced with inbuilt overload protection against overheating.

 High efficient 2-, 3-rows exchangers Cu/Al for max. 90°C/1,6MPa. 

 Positioning wall suspensions. 

 Underceiling suspensions, variable outlet blades.

DiMensiOns neVaDa
1-a,B,C,D

neVaDa
2-a,B,C,D

neVaDa
3-a,B,C,D

„a“   [mm] 530 670 875
„B“   [mm] 470 600 750
„C“   [mm] 290 290 365
„D“   [mm] 590 590 685
„e“   [mm] 48,5 48,5 48,5
„F“   [mm] 375 505 655
„g“   [mm] 180 180 255
„i“   [mm] 570 720 915
„J“   [mm] 380 500 650

CAPACITIES NEVADA NEVADA NEVADA

1-A 1-B 1-C 1-D 2-A 2-B 2-C 2-D 3-A 3-B 3-C 3-D

Air volume  [m3/h] 3100 2650 3100 2650 4800 4600 4800 4600 6800 6400 6800 6400

Heating capacity of exchanger
80/60°C       [T1=15°C] [kW] 16,7 12,1 16,7 12,1 29,1 38,9 29,1 38,9 46,6 62 46,6 62

60/40°C           [T1=0°C] [kW] 14,7 18,5 14,7 18,5 25,6 34,3 25,6 34,3 41,3 55,2 41,3 55,2

50/35°C        [T1=10°C] [kW] 9,2 11,6 9,2 11,6 16,2 21,7 16,2 21,7 26,2 35,2 26,2 35,2

exchanger    connection  [“] 3/4“ 3/4“ 3/4“ 3/4“ 1“ 1“ 1“ 1“ 5/4“ 5/4“ 5/4“ 5/4“

                                     rows 2 3 2 3 2 3 2 3 2 3 2 3

max. medium temperature [°C] 90 90 90 90 90 90 90 90 90 90 90 90

 max. working pressure [MPa] 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6 1,6

Fan                   voltage  [V] 230 230 400 400 230 230 400 400 230 230 400 400

                   power input  [W] 260 260 180/130 180/130 360 360 330/240 330/240 690 690 660/390 660/390

                     power current  [A] 1,3 1,3 0,44/0,25 0,44/0,25 1,6 1,6 0,8/0,45 0,8/0,45 2,9 2,9 1,7/0,9 1,7/0,9

Noise level                 [dB(A)]* 58 58 58 58 59 59 59 59 65 65 65 65

Weight                            [kg] 18 19 18 19 24 26 24 26 39 43 39 43

* - acoustic data in the distance 5m from the unit
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CaLCuLatiOn Data OF Heat eXCHangeRs 
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HEATING 
CAPACITIES NEVADA   1-A NEVADA   1-B NEVADA   2-A NEVADA   2-B NEVADA   3-A NEVADA   3-B

Medium 
temperature

t1 Q Ta Qm Q Ta Qm Q Ta Qm Q Ta Qm Q Ta Qm Q Ta Qm

[°C] [kW] [°C] [I/hour] [kW] [°C] [I/hour] [kW] [°C] [I/hour] [kW] [°C] [I/hour] [kW] [°C] [I/hour] [kW] [°C] [I/hour]

80/60°C

-15 26,8 10,5 1116 33,6 22,4 1440 46,3 13,5 1980 61,7 24,5 2628 73,8 17,1 3168 97,3 29,8 4176

-10 25,1 13,9 1044 31,5 25,1 1332 43,4 16,7 1836 57,9 27,1 2484 69,3 20,1 2952 91,4 32,1 3924

0 21,7 20,7 900 27,3 30,4 1152 37,7 23,1 1584 50,2 32,2 2124 60,3 26,2 2556 79,7 36,7 3420

10 18,4 27,5 756 23,2 35,7 972 31,9 29,6  1368 42,6 37,3 1800 51,2 32,2 2196 67,9 41,3 2880

15 16,7 30,9 684 12,1 38,8 900 29,1 32,8 1224 38,9 39,9 1656 46,6 35,2 1980 62 43,6 2628

70/50°C

-15 23,3 7,1 972 29,2 17,5 1224 40,3 9,8 1728 57,9 27,1 2484 64,4 12,9 2736 85,2 24,2 3636

-10 21,5 10,5 900 27,1 20,2 1152 37,5 13 1584 49,9 22 2124 59,9 16 2556 79,3 26,5 3384

0 18,2 17,3 756 22,9 25,5 972 31,7 19,5 1332 42,3 27,1 1800 50,8 22,1 2160 67,5 31,1 2880

10 14,9 24,1 612 18,7 30,8 792 26 25,9 1080 34,7 32,3 1476 41,7 28,1 1764 55,7 35,6 2376

15 13,2 27,5 540 16,6 33,5 684 23,1 29,2 972 30,8 34,8 1296 37,2 31,1 1584 49,8 37,9 2124

60/40°C

-15 19,7 3,7 828 24,7 12,5 1044 34,2 6,1 1440 45,7 14,3 1944 55 8,8 2340 72,9 18,6 3132

-10 18 7,1 756 22,6 15,2 972 31,4 9,3 1332 41,9 16,9 1800 50,4 11,9 2160 67,1 20,9 2844

0 14,7 14 612 18,5 20,5 792 25,6 15,8 1080 34,3 22 1440 41,3 17,9 1764 55,2 25,5 2340

10 11,3 20,7 468 14,3 25,8 612 19,9 22,2 828 26,6 27,1 1116 32,2 24 1368 43,4 30 1836

15 9,6 24,2 396 12,1 28,5 504 17 25,5 720 22,8 29,6 972 27,6 27 1152 37,4 32,2 1584

70/40°C

-15 20,5 4,5 576 25,8 13,7 720 35,8 7 1008 47,9 15,7 1368 57,7 10 1620 77,3 20,6 2196

-10 18,8 7,9 504 23,7 16,3 648 33 10,2 936 44,1 18,3 1260 53,2 13,1 1512 71,4 22,9 2016

0 15,4 14,7 432 19,5 21,6 540 27,1 16,7 756 36,4 23,3 1008 44 19,1 1224 59,4 27,4 1692

10 12,3 21,5 324 15,2 26,9 432 21,3 23,1 576 28,7 28,4 792 34,7 25 972 47,4 31,8 1332

15 10,3 24,8 288 13 29,5 360 18,4 26,3 504 24,8 30,9 684 30,1 28,1 828 41,3 34,1 1152

60/30°C

-15 16,8 1,1 468 21,2 8,6 576 29,6 3,2 828 39,7 10,4 1116 48 5,8 1368 64,7 14,8 1836

-10 15,1 4,4 432 19,1 11,2 540 26,7 6,4 756 35,8 13 1008 43,4 8,8 1224 58,8 1656 17,1

0 11,8 11,2 324 14,8 16,5 396 20,9 12,8 576 28,1 18,1 792 34,2 14,8 972 46,7 21,5 1332

10 8,4 18 216 10,5 21,7 288 15,1 19,2 396 20,3 23 576 24,8 20,8 684 34,4 25,9 972

15 6,6 21,3 180 8,3 24,3 216 12,2 22,4 324 16,2 25,4 432 20 23,7 540 28,1 28 792

50/35°C

-15 15,6 1,7 972 22,1 9,5 1260 13,3 23,2 756 40,6 11,1 2304 48,9 6,2 2772 64,7 14,8 3672

-10 15,9 5,1 900 19,9 12,2 1116 16,2 19,9 902 36,8 13,6 2088 44,2 9,2 2520 58,8 17,1 3348

0 12,6 11,9 684 15,8 17,6 900 21,9 13,5 1224 29,3 18,8 1656 35,3 15,3 2016 47,1 21,7 2664

10 9,2 18,8 504 11,6 22,9 648 16,2 20 900 21,7 23,9 1224 26,2 21,4 1476 35,2 26,2 2016

15 7,5 22,2 396 9,5 25,6 540 13,3 23,2 756 17,8 26,4 1008 21,6 24,4 1224 29,3 28,5 1656

gRaPH OF tHe PRessuRe LOss OF tHe Heat eXCHangeRs 
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   High efficient fans with inbuilt 
thermocontact against overload. 
Standard possibility of speed regulation 
by voltage regulator.

  Moveable blades for effective usage 
of the unit capacity according to the 
placement and position of the installation, 
electromotive blades on request.

  Units Nevada with accessories 
can be used also as an air curtain. 

   Heat exchangers Cu/Al with 2- or 3-rows 
with the capacity reserve. Blades 
spacings allow trouble-free cleaning.

   Speed regulator secures the variability 
of unit capacity according to the kind 
of operating and installation; 230, 400 V, 
control 0-1-2; Δ/Y.

   2- or 3-way valves for outlet or room 
temperature regulation. The valve control 
head is possible to deliver in electromotive 
or self-operated version.

* isothermal coverage 

 tYPe  1 2 3

 L1 [m] 15 15 22

 L2 [m] 16 17 24

neVaDa

WaLL MOunting 

unDeRCeiLing MOunting 

POsitiOning WaLL 
susPensiOns 
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